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ARLA® Clamping System 
... the Self-Centering Workholding Unit 

for Shafts, Bars, Pipes & Tubes 

XR Models:  25 ï 50 ï 100 ï 150 ï 200 ï 300 

¶  Concentric clamping with high accuracy  
  (repeatability < 0.01 mm) 
 

¶  High clamping forces for a safe & soft clamp to support high  

  radial + axial forces and torques (according to the models up to 280 kN) 
 

¶  Very short clamping time (according to the models: 0.25 é 0.8 sec) 
 

¶  Changeable jaw sets to consider different workpiece diameters (ODs) 
     (no center offset while considering different workpiece sizes) 
 

¶  Mechanical ARLA® clamping technology; very stiff & robust design  
 

¶  Actuation depending on the models: 

   MANUAL (MXR), PNEUMATIC (PXR), HYDRAULIC (HXR) 
 

¶  Easy integration in manufacturing & assembly lines 
  (options: "flange" setup, swivel stops for accurate workpiece positions) 
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Overview concerning all XR models (referring to the maximum diameter) 
 

 

XR
Models

mm 22 35 61 92 115 142 170 220 275 325 410

inch 0,86 1,37 2,40 3,62 4,52 5,60 6,70 8,66 10,82 12,80 16,14

Steel Pipe

(Nominal Size)
1/2" 1" 2" 3" 4" 5" 6" 8" 10" 12" 16"

25 M,P,H M,P,H

50 M,P,H M,P,H

100 P,H P,H P,H

150 P,H P,H P,H

200 P,H P,H H

300 H H H

Maximum Workpiece (Outer) Diameter (OD)

Actuation:  M = manual,  P = pneumatic,  H = hydraulic
 

 

Notice: Smaller workpiece diameters can be also concentrically clamped by ARLA's workholding systems. 
According to the models and the jaw sets the minimum diameter starts at d = 5 mm (0.2"). For different 
diameters you have to use corresponding jaw sets (and optionally also adapters for large size units). 

 
 

Overview of all available actuator configurations 
 
 

 
        MXR = manual actuation (Models 25-50) 
 

        PXR = pneumatic actuation (Models 25-200) 
 

        HXR = hydraulic actuation (Models 25-300) 
 
 
 
 

Ask for our catalogs with all data sheets! Furthermore ARLA offers own solutions (like machining units 

or complete machines) particularly for the endworking, end preparation, and end finishing  
of shafts, pipes, tubes (turning, boring, facing, chamfering, deburring, threading, tapping, beveling). 

MXR                 PXR                HXR                            
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Detailed overview of all available XR models  (Fmax = max. clamping force) 

p = 6 bar p = 8 bar F max [kN] p [bar]

025-020-2 6 025-020-2 8 10 025-020-6 22 50 22 0,86 ½"

025-035-2 5 025-035-2 6 8 025-035-6 18 50 35 1,37 1"

050-035-2 17 050-035-3 21 28 050-035-7 50 80 35 1,37 1"

050-060-2 15 050-060-3 19 25 050-060-7 45 80 61 2,40 2"

100-060-3 23 30 100-060-7 75 110 61 2,40 2"

100-090-3 19 25 100-090-7 60 110 92 3,62 3"

100-115-3 17 22 100-115-7 55 110 115 4,52 4"

150-115-5 53 70 150-115-8 110 100 115 4,52 4"

150-140-5 45 60 150-140-8 95 100 142 5,60 5"

150-170-5 41 55 150-170-8 80 100 170 6,70 6"

200-170-6 49 65 200-170-9 150 160 170 6,70 6"

200-220-6 41 55 200-220-9 130 160 220 8,66 8"

200-275-9 110 160 275 10,82 10"

300-275-9D 280 100 275 10,82 10"

300-325-9D 250 100 325 12,80 12"

300-400-9D 200 100 410 16,14 16"

**)   We recommend to ensure an air operation pressure of min. 8 bar to achieve best clamping forces.

***)  The clamping force can be individually adjusted by varying the oil supply pressure. A reduction to 30 % of Fmax is possible.

 N/A

300  N/A  N/A

*)    max. clamping forces for usual hand force

50

100  N/A

150  N/A

200  N/A

[mm] [inch]

25

XR
Models

A c t u a t i o n Workpiece 

Diameter OD 

(max)
Steel 

Pipe

Nominal 

Size

MXR (manual) PXR (pneumatic) HXR (hydraulic)

Models

F max

[kN]

*)

Models

F max [kN]  **)

Models

F max  ***) 

@ p nominal
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Max. Clamping Force [kN] 
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Special Models  

to clamp crankshafts and 
camshafts 

17 / D70  

Examples & Applications 

 

 Model 150 
integrated in an ARLA

®
 Endworking Unit 

 
Model 100 
integrated in an  
ARLA

®
 Trunnion 

Model 100 
integrated in an 

ARLA
®
 Endworking Unit 

 

Model 50 
integrated in a screwing 
station to test & monitor 

the correct torque 

Model 50 
with a special jaw set  

(used as a tool) for end forming processes 

Model 25 
with various attachments 

Model 300  
with a manual pump 


